ANASCENSO

never stop rising

PRODUCT DATASHEET

EXB 380

Tyre Construction: Bias
Type: Tube Type

Main Applications: Excavator
TRA Code: E-2

Salient Features:

Optimized Lug Angle
Excellent traction & self-cleaning properties.

Wider Tread Pattern:
Provides excellent stability during vehicle operation.
Strong Nylon Casing:

Enhanced load carrying capacity.

*For more information about product range, please log on to our website — www.ascensotyres.com


http://www.ascensotyres.com/

Technical Data A ASCENSO

never stop rising

Unloaded Loaded

i i R ded load, kg (lb:
D T Rolling Inflation ecommended load, kg (Ibs)

Circum. PR& Pressure

size Rim SW oD Radius Speed, km/h (mph)
5 10 20 25 30 40 45 50
3 6 12 16 19 25 28 31
230 | 962 442 2878 PR 6.8 4120 | 2880 | 2410 | 2330 | 2290 | 2270 | 2180 | 2100 | 2060
8.25-20 6.5 133
9.1 | 379 174 113.3 B 98 9070 | 6340 | 5310 | 5130 | 5040 | 5000 | 4800 | 4630 | 4540
258 | 1018 465 3045 | 14PR 7 5000 | 3500 | 2930 | 2830 | 2780 | 2750 | 2650 | 2550 | 2500
9.00-20 7
10 | 401 183 119.9 | 140B 102 11010 | 7710 | 6450 | 6230 | 6120 | 6060 | 5840 | 5620 | 5510
275 | 1052 479 3147 | 16PR 7.5 6000 | 4200 | 3510 | 3390 | 3330 | 3300 | 3180 | 3060 | 3000
10.00-20 7.5
1 | 414 18.9 1239 | 1468 109 13220 | 9250 | 7730 | 7470 | 7330 | 7270 | 7000 | 6740 | 6610
286 | 1082 491 3237 | 16PR 7.2 6500 | 4550 | 3800 | 3670 | 3610 | 3580 | 3450 | 3320 | 3250
11.00-20 8
11 | 426 19.3 127.4 | 149B 104 14320 | 10020 | 8370 | 8080 | 7950 | 7890 | 7600 | 7310 | 7160
340/80-20 325 | 1040 473 3110 12 35 4480 | 3140 | 2620 | 2530 | 2490 | 2460 | 2370 | 2280 | 2240
(12.5- 11 PR
20)IND 13 | 409 18.6 1224 | 436 51 9870 | 6920 | 5770 | 5570 | 5480 | 5420 | 5220 | 5020 | 4930
14.5-20 355 | 1095 496 3275 14 3.5 5450 3820 3190 3080 3020 3000 2890 2780 2725
(360/85- 11 PR
20)* IND 14 | 431 19.5 1289 | .38 51 12000 | 8410 | 7030 | 6780 | 6650 | 6610 | 6370 | 6120 | 6000
400/70-20 417 | 1090 494 3260 14 35 6500 | 4550 | 3800 | 3670 | 3610 | 3580 | 3450 | 3320 | 3250
(16.0/70- 14 PR
20)* IND 16 | 429 19.4 1283 | .98 51 14320 | 10020 | 8370 | 8080 | 7950 | 7890 | 7600 | 7310 | 7160
400/70-20 417 | 1090 496 3275 18 5.8 10300 | 7210 | 6030 5820 5720 5670 5460 5250 5150
(16.0/70- 14 PR
20)* IND 16 | 429 19.5 1289 | 1o 83 22690 | 15880 | 13280 | 12820 | 12600 | 12490 | 12030 | 11560 | 11340
400/70-24 417 | 1180 499 3230 | .08 35 7100 | 4970 | 4150 | 4010 | 3940 | 3910 | 3760 | 3620 | 3550
(16.0/70- 14
24)* IND 16 | 465 196 127.2 | 152B 51 15640 | 10950 | 9140 | 8830 | 8680 | 8610 | 8280 | 7970 | 7820

The size marked in * is available in TL. The rest sizes are TT

Note: All tyres confirm to ETRTO standards
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