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IMB 160 
Tyre Construction: Bias 
Type: Tube type / Tube Less 
Main Applications: Implements 
TRA Code: I-1 

 

 

 

Salient Features:  
Optimum Implement Design: 
Minimises soil compaction and protects the 
grassland. 

Strong Nylon Carcass: 
Provides high load-carrying capacity. 

 
 
 
 
 
 
 
 
 
 
*For more information about product range, please log on to our website – www.ascensotyres.com 

http://www.ascensotyres.com/
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Size Rim  

Unloaded 
Dimension LSR RC 

PR 

Free/Drive 
Wheel 

Infl. 
Press.  

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Free rolling Drive Wheel 

mm mm mm mm 
LI/SI 

Bar 10 25 40 50 10 25 40 50 

in in in in Psi 6 16 25 31 6 16 25 31 

7.50-10* 5.50 F 
208 633 283 1893 

12 
111A8 FR 
99A8 DW 

5.0 1530 1300 1090 980 1090 920 775 700 

8.2 24.9 11.2 74.5 73 3370 2860 2400 2160 2400 2020 1710 1540 

10.0/80-12 9 
264 710 320 2123 

8 116A8 FR 
104A8 DW 

3.1 1750 1490 1250 1130 1260 1070 900 810 

10.4 28.0 12.6 83.6 45 3850 3280 2750 2490 2770 2350 1980 1780 

10.0/80-12 9 
264 710 320 2123 

10 
121A8 FR 
109A8 DW 

3.9 2030 1710 1450 1310 1440 1220 1030 930 

10.4 28.0 12.6 83.6 57 4470 3760 3190 2880 3170 2680 2270 2050 

10.0/75-15.3  
(260/75-15.3) 9 

264 760 348 2274 
10 

123 A8 FR 
111 A8 DW 

4 2170 1840 1550 1400 1530 1300 1090 981 

10.4 29.9 13.7 89.5 57 4774 4048 3410 3080 3366 2860 2398 2158 

10.0/75-15.3  
(260/75-15.3) 

9 
264 760 348 2274 

12 126 A8 FR 
114 A8 DW 

4.7 2380 2020 1700 1530 1650 1400 1180 1060 

10.4 29.9 13.7 89.5 68 5240 4440 3740 3370 3630 3080 2600 2330 

10.0/75-15.3  
(260/75-15.3) 

9 
264 760 348 2274 

14 
130A8 FR 
118A8 DW 

6 2660 2260 1900 1710 1850 1570 1320 1188 

10.4 29.9 13.7 89.5 80 5852 4972 4180 3762 4070 3454 2904 2614 

10.0/75-15.3  
(260/75-15.3) 9 

264 760 348 2274 
18 

135A8 FR 
122A8 DW 

7 3050 2590 2180 1960 2100 1790 1500 1350 

10.4 29.9 13.7 89.5 103 6710 5700 4800 4310 4620 3940 3300 2970 

11.5/80-15.3 9 
290 845 383 2528 

10 131A8 FR 
119A8 DW 

3 2730 2300 1950 1760 1900 1600 1360 1220 

11.4 33.3 15.1 99.5 49 6010 5060 4290 3870 4180 3520 2990 2680 

11.5/80-15.3 9 
290 845 383 2528 

12 
135 A8 FR 
123 A8 DW 

4.1 3050 2590 2180 1960 2170 1840 1550 1400 

11.4 33.3 15.1 99.5 59 6710 5700 4800 4310 4770 4050 3410 3080 

11.5/80-15.3 9 
290 845 383 2528 

14 
139A8 FR 
126A8 DW 

5 3400 2870 2430 2190 2380 2010 1700 1530 

11.4 33.3 15.1 99.5 69 7480 6310 5350 4820 5240 4420 3740 3370 

11.5/80-15.3 9 
290 845 383 2528 

16 142A8 FR 
129A8 DW 

6 3710 3130 2650 2390 2590 2180 1850 1670 

11.4 33.3 15.1 99.5 80 8160 6890 5830 5260 5700 4800 4070 3670 

11.5/80-15.3 9 
290 845 383 2528 

18 
144A8 FR 
132A8 DW 

6 3920 3300 2800 2520 2800 2360 2000 1800 

11.4 33.3 15.1 99.5 91 8620 7260 6160 5540 6160 5190 4400 3960 

12.5/80-15.3  
(300/80-15.3)  

9 
295 869 393 2600 

14 142A8 FR 
129A8 DW 

4 3710 3150 2650 2390 2590 2200 1850 1665 
11.6 34.2 15.5 102.4 62 8162 6930 5830 5258 5698 4840 4070 3663 

12.5/80-15.3  
(300/80-15.3)  

9 
295 869 393 2600 

18 151A8 FR 
139A8 DW 

7 4830 4070 3450 3110 3400 2870 2430 2190 
11.6 34.2 15.5 102.4 98 10630 8950 7590 6840 7480 6310 5350 4820 

400/60-15.5 
AG 

13.00 
404 874 395 2614 

16 
146A8 FR 

133 A8 DW 
4 4200 3570 3000 2700 2880 2450 2060 1850 

15.9 34.4 15.6 102.9 58 9240 7850 6600 5940 6340 5390 4530 4070 

10.5/65-16 W9 
274 755 347 2258 

14 
130A8 FR 
118A8 DW 

5 2660 2260 1900 1710 1850 1570 1320 1190 
10.8 29.7 13.7 88.9 77 5850 4970 4180 3760 4070 3450 2900 2620 

13.0/75-16 11 
336 900 407 2692 

12 138A8 FR 
4 3300 2780 2360 2120 - - - - 

13.2 35.4 16.0 106.0 52 7260 6120 5190 4660 - - - - 

14.0/65-16 
 (360/65-16) 

11 
357 874 396 2614 

14 
142 A8 FR 
129 A8 DW 

4 3710 3130 2650 2390 2590 2200 1850 1670 
14.1 34.4 15.6 102.9 58 8160 6890 5830 5260 5700 4840 4070 3670 
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Size Rim  

Unloaded 
Dimension LSR RC 

PR 

Free/Drive 
Wheel 

Infl. 
Press.  

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Free rolling Drive Wheel 

mm mm mm mm 
LI/SI 

Bar 10 25 40 50 10 25 40 50 

in in in in Psi 6 16 25 31 6 16 25 31 

15.0/55-17  
(380/55-17) 13 

390 850 388 2542 
10 

134A8 FR 
 122A8 DW 

3 2970 2520 2120 1910 2100 1790 1500 1350 

15.4 33.5 15.3 100.1 39 6530 5540 4660 4200 4620 3940 3300 2970 

15.0/55-17  
(380/55-17) 

13 
390 850 388 2542 

14 
141A8 FR 
128A8 DW 

4 3610 3060 2575 2320 2520 2140 1800 1620 

15.4 33.5 15.3 100.1 54 7940 6730 5670 5100 5540 4710 3960 3560 

19.0/45-17 16 
489 864 394 2584 

14 
144 A8 FR 
131 A8 DW 

3 3920 3330 2800 2520 2730 2320 1950 1760 

19.3 34.0 15.5 101.7 44 8620 7330 6160 5540 6010 5100 4290 3870 

500/50-17 16 
503 932 422 2788 

14 
149 A8FR 

136 A8 DW 
3 4550 3870 3250 2930 3140 2670 2240 2020 

19.8 36.7 16.6 109.8 41 10010 8510 7150 6450 6910 5870 4930 4440 

500/50-17 16 
503 932 422 2788 

18 
154 A8 FR 
142 A8 DW 

3.6 5250 4460 3750 3380 3710 3150 2650 2390 

19.8 36.7 16.6 109.8 52 11550 9810 8250 7440 8160 6930 5830 5260 

10.5/80-18 W9 
274 885 405 2647 

14 138A8 FR 
5 3300 2780 2360 2120 - - - - 

10.8 34.8 15.9 104.2 75 7260 6120 5190 4660 - - - - 

12.5/80-18 9 
308 965 439 2887 

16 
148A8 FR 
135A8 DW 

5 4410 3750 3150 2840 3050 2590 2180 1962 

12.1 38.0 17.3 113.7 71 9702 8250 6930 6248 6710 5698 4796 4316 

13.0/65-18 11 
336 890 408 2662 

16 
144A8 FR 
131A8 DW 

5 3920 3330 2800 2520 2730 2320 1950 1755 

13.2 35.0 16.1 104.8 71 8624 7326 6160 5544 6006 5104 4290 3861 

15.0/70-18 13 
391 990 449 2961 

16 
151A8 FR 
139A8 DW 

4 4830 4110 3450 3110 3400 2890 2430 2187 

15.4 39.0 17.7 116.6 62 10626 9042 7590 6842 7480 6358 5346 4811 

Note: The sizes marked in * are Tube Type. 

Note: All tyres confirm to ETRTO standards. 


