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LOAD CERTIFICATE: 5-12

Brand: ASCENSO
Tread Pattern: TDB 121

Tyre Construction: Bias
Ply Rating : 6
Type: Tube Type

Main Applications: 2WD Tractor
TRA Code : R-1W+
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Salient Features

e Optimized Lug distribution to
support excellent traction and self-
cleaning for puddling operation

e Better inner volume to give higher
traction in wet & moist soil
conditions

e Good lateral traction gives
operational stability
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Technical Specification

www.ascensotyres.com

Loade

Rolling

Recommend load, kg (Ibs)

Unloaded X PR | Inflation
. Rim Dimension Stdt' (B LOAD |pressure Speed, km/h (mph)
Size Width sW oD acI .IC er ence INDEX
(inch) Sl /

= SPEED
mm mm mm mm_ | symBO Bar 10 15 20 25 30 40
inch inch inch inch L Psi 6 9 12 16 19 25
2 280 260 240 210 200 180
29 620 570 530 460 440 400
2.5 320 300 280 250 230 210

6PR

51 m 127 528 244 1579 64A6 36 700 660 620 550 510 460
5 207 [ 96 | 621 | 6O0AS 3 |360| 340 310 | 280 | 260 | 230
44 790 750 680 620 570 510
3.5 390 360 340 300 280 250
51 860 790 750 660 620 550

Note: All tyres confirmto ETRTO standards

Figures in bold are the recommended specification

Ascenso is a new-age off-highway tyre brand that caters to three key global segments: Agriculture, Industrial &
Constructionand Earthmover

MahansariaTyres Pvt. Ltd.

612, 6th Floor, Maker Chambers IV, Nariman Point, Mumbai 400021, Maharashtra, India
T:+91 22 4348 1600 Website: www.ascensotyres.com
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