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LOAD CERTIFICATES: 340/85R48

Brand: ASCENSO

Tread Pattern : TDR 900

Tyre Construction: Radial

LSI: 151D
Type: Tube Less
Main Applications: ROW CROP

TRA Code : R-1
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Salient Features

NARROW & SPRAYER TYRES DESIGNED
WITH UNIQUEMUD BREAKER:

* High load carrying capacity for smooth
operations.

e High Traction

* Low soil compaction
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Technical Specification

Unloaded Static Rolling Recommended load, kg (Ibs)
Dimension Load Circumfer Inflation

e e o s Radius ence |[LoadIndex /| Pressure =TS Nl (Gnan)

Speed Index MIXED APPLICATION
mm mm mm mm bar Static 10 25 30 40 50 65
in in in in psi 6 16 19 25 31 40
1.6 4160 | 2720| 2140| 2080 | 1980| 1900 | 1810
23 9160 | 5990| 4710| 4580 | 4360| 4190 | 3990
2 4920 | 3210 2540 | 2460 | 2340| 2250 | 2140
29 10840 | 7070 | 5590 | 5420 | 5150| 4960 | 4710
353 | 1797 848 5374 2.5 5870 | 3830|3020 | 2930 | 2790| 2680 | 2550
340/85R48 | W12 139 70.7 | 334 | 211.6 151D 36 12930 | 8440 | 6650 | 6450 | 6150 5900 | 5620
3.1 6990 | 4560|3600 | 3500 | 3330| 3190 | 3040
45 15400 [10040( 7930 | 7710 | 7330| 7030 | 6700
3.6 7940 | 5180 4090| 3970 | 3780| 3620 | 3450
52 17490 [11410f 9010 | 8740 | 8330| 7970 | 7600

Note: All tyres confirmto ETRTOstandards

Figures in bold are the recommended specification

Ascenso is a new-age off-highwaytyre brand that caters to three key globalsegments: Agriculture, Industrial&
Constructionand Earthmover

MahansariaTyres Pvt. Ltd.
612, 6th Floor, Maker Chambers IV, Nariman Point, Mumbai 400021, Maharashtra,India
T:+91 22 4348 1600 Website: www.ascensotyres.com
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