ANASCENSO

never stop rising

PRODUCT DATASHEET

CLR 280

Tyre Construction: Radial

Type: Tube Less

Main Applications: Compact Wheel Loader
TRA Code: IND

Salient Features:

Multipurpose radial tyre designed for compact
wheel loaders and telehandlers in agro-industrial
application

e Wide non-directional tread design offers
outstanding traction, control & handling stability
on any surface, including industrial application on
the harder surfaces.

e Steel belt package for enhanced resistance
to penetration and durability.

e High Load-bearing capacity is ensured by robust
carcass and a strong bead.

e Special Tread compound offers superior
resistance to cuts & chips increased fuel
efficiency, reduced heat build-up resulting in a
longer service life.

e Large centre tread blocks contribute to a
smoother, more comfortable ride.

*For more information about product range, please log on to our website - www.ascensotyres.com


http://www.ascensotyres.com/

Technical Data A ASCENSO

never stop rising

Unloaded Static Recommended load (kg) (Ibs)
Dimension Load R.olling Inflation

Size Rim Radius | "™ PR &LI/SI Pressure ST
2.0 1800 | 1440 | 1390 | 1350 | 1310
29.0 3960 | 3170 | 3060 | 2970 | 2890
360 969 440 | 2910 2.5 2150 | 1720 | 1650 | 1610 | 1560
36.3 4740 | 3790 | 3630 | 3550 | 3440
365/70R18 (14.5R18) 1358/ 3.0 2490 | 1990 | 1920 | 1860 | 1810
(SB) 1 146 A2 43.5 5480 | 4380 | 4230 | 4100 | 3990
3.5 2830 | 2270 | 2180 | 2120 | 2060
14.2 38.1 17.3 | 114.6 50.8 6230 | 5000 | 4800 | 4670 | 4540
3.8 3000 | 2400 | 2310 | 2250 | 2180
54.4 6610 | 5290 | 5090 | 4960 | 4800
2.0 2130 | 1710 | 1640 | 1600 | 1550
29.0 4690 | 3770 | 3610 | 3520 | 3410
407 1025 | 463 3078 2.5 2540 | 2040 | 1960 | 1910 | 1850
36.3 5590 | 4490 | 4320 | 4210 | 4070
405/70R18 13 141B/ 3.0 2960 | 2370 | 2280 | 2210 | 2150
(16.0/70R18) (SB) 153 A2 43.5 6520 | 5220 | 5020 | 4870 | 4740
3.5 3370 | 2700 | 2600 | 2520 | 2450
16.0 | 40.4 18.2 | 121.2 50.8 7420 | 5950 | 5730 | 5550 | 5400
3.8 3650 | 2830 | 2730 | 2650 | 2575
54.4 8040 | 6230 | 6010 | 5840 | 5670
2.0 1870 | 1500 | 1440 | 1400 | 1360
29.0 4120 | 3300 | 3170 | 3080 | 3000
339 1044 | 475 3135 2.5 2220 | 1780 | 1720 | 1670 | 1620
36.3 4890 | 3920 | 3790 | 3680 | 3570
335/80R20 (12.5R20) 1 136B/ 3.0 2580 | 2070 | 1990 | 1940 | 1880
(SB) 147 A2 43.5 5680 | 4560 | 4380 | 4270 | 4140
3.5 2940 | 2350 | 2270 | 2200 | 2140
13.3 41.1 18.7 | 123.4 50.8 6480 | 5180 | 5000 | 4850 | 4710
3.8 3075 | 2460 | 2370 | 2310 | 2240
54.4 6770 | 5420 | 5220 | 5090 | 4930
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Technical Data A ASCENSO

never stop rising

Unloaded e Recommended load (kg) (Ibs)
Dinersion Load golling Inflation

Size Rim Radius | PR &LI/SI pressure spesdikmpflimeh}
2.0 2190 | 1690 | 1630 | 1590 | 1540
29.0 4820 | 3720 | 3590 | 3500 | 3390
360 1092 | 495 3279 2.5 2620 | 2020 | 1950 | 1900 | 1840
36.3 5770 | 4450 | 4300 | 4190 | 4050
365/80R20 (14.5R20) 1418/ 3.0 3030 | 2340 | 2260 | 2190 | 2130
(SB) 1 152 A2 43.5 6670 | 5150 | 4980 | 4820 | 4690
3.5 3460 | 2670 | 2580 | 2500 | 2430
14.2 43.0 19.5 | 129.1 50.8 7620 | 5880 | 5680 | 5510 | 5350
3.8 3650 | 2830 | 2730 | 2650 | 2575
54.4 8040 | 6230 | 6010 | 5840 | 5670
2.0 2320 | 1790 | 1730 | 1680 | 1630
29.0 5110 | 3940 | 3810 | 3700 | 3590
407 1076 | 488 3231 2.5 2760 | 2130 | 2060 | 2000 | 1940
36.3 6080 | 4690 | 4540 | 4410 | 4270
405/70R20 13 143B/ 3.0 3200 | 2480 | 2390 | 2320 | 2250
(16.0/70R20)(SB) 155 A2 435 7050 | 5460 | 5260 | 5110 | 4960
3.5 3640 | 2820 | 2710 | 2640 | 2560
16.0 | 424 19.2 | 127.2 50.8 8020 | 6210 | 5970 | 5810 | 5640
3.8 3875 | 3000 | 2890 | 2810 | 2725
54.4 8540 | 6610 | 6370 | 6190 | 6000

Note: SB — Steel Belted

Note: All tyres confirm to ETRTO standards
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