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FTB 190 : 400/55-22.5

Brand: ASCENSO

Tread Pattern : FTB 190
Ply Rating : 16

Tyre Construction: Bias

Type: Tube Less
Main Applications: Baler and Trailers

TRA Code : I-3
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Salient Features

Optimized Flotation Design:
= Reduces soil compaction

" (Generates traction

= Better self cleaning properties

Enhanced Carcass Construction:

Ensures high load carrying
capacity
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Technical Specification

www.ascensotyres.com

Unloaded Recommended load , kg ( Ibs)
Dimension | gIg | RC Speed, km/h ( mph)
Size Rim | SW oD LI/Slor PR Freerolling Drive wheel
mm | mm | mm | mm Bar 10 25 40 50 10 25 40 50
In in in in Psi 6 16 25 31 6 16 25 31
2.8 | 4050 | 3440 | 2890 | 2600 | 2840 | 2420 | 2030 | 1830
41 | 8910 | 7568 | 6358 | 5720 | 6248 | 5324 | 4466 | 4026
3.2 | 4370 | 3710 | 3120 | 2810 | 3070 | 2610 | 2190 | 1970
16PR
152 A8FR | 46 | 9614 | 8162 | 6864 | 6182 | 6754 | 5742 | 4818 | 4334
404 |1020 | 471 |3063 | 1498 FR
400/55-22.5 | 13 | 15.9 | 40.2 | 18.5 |120.6| 140A8DW/| 3.6 | 4680 | 3970 | 3340 | 3010 | 3290 | 2800 | 2350 | 2120
136 B DW
52 | 10296 | 8734 | 7348 | 6622 | 7238 | 6160 | 5170 | 4664
4 | 4970 | 4220 | 3550 | 3200 | 3500 | 2980 | 2500 | 2250
58 | 10934 | 9284 | 7810 | 7040 | 7700 | 6556 | 5500 | 4950

Note: All tyres confirm to ETRTO standards

Figures in bold are the recommended specification

Ascenso is a new-age off-highway tyre brand that caters to three key global segments: Agriculture, Industrial
& Construction, Material handling, Earthmover and Forestry.

Mahansaria Tyres Private Limited,

3rd Floor, Peninsula Chambers, Peninsula Corporate Park, G K Marg, Lower Parel West, Mumbai Maharashtra -

400013, India T: 491 22 4348 1600 Website: www.ascensotyres.com
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