
PRODUCT DATA SHEET 

 

                                                                                                                                 
 

 

 

 

 

TDB 124 
Tyre Construction: Bias 
Type: Tube Type 
Main Applications: Tractor 
TRA Code: R-1 

 

 

 

Salient Features:  
Specially designed to maximize the load 
capacity: 

• Ensure self-cleaning. 
• Extensive footprint area for uniform load 

distribution. 
• Better lateral stability on field. 

 
 
 
 
 
 
 
 
 
 
*For more information about product range, please log on to our website – www.ascensotyres.com 

http://www.ascensotyres.com/


  

 

Mahansaria Tyres Pvt. Ltd. 
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Size Recom
m. Rim 

Unloaded 
Dimension 

Static 
Load 

Radius 

Rolling 
Circumference PR & 

LI/SI 

Inflation 
Pressure 

Recommend load (kg) (lbs) 
Speed (kmph) (mph) 

SW OD Mixed Application 
mm mm mm mm bar 

static 
10 20 25 30 

inch inch inch inch psi 6 12 16 19 

24.5-32 DW21B 

622 1803 815 5392 

12PR 
 

159 A6 

0.8 6490 3950 3380 3020 2820 
11.6 14300 8700 7440 6650 6210 
1.2 8210 5000 4280 3820 3570 

17.4 18080 11010 9430 8410 7860 

24.5 71.0 32.1 212.3 

1.4 8990 5470 4690 4180 3910 
20.3 19800 12050 10330 9210 8610 
1.7 10060 6130 5250 4680 4375 

24.65 22160 13500 11560 10310 9640 

Note: All tyres confirm to ETRTO standards. 


