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FTR 176 
Tyre Construction: Radial 
Type: Tubeless 
Main Applications: Trailer 
TRA Code: IMP 

 

 

  

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
*For more information about product range, please log on to our website – www.ascensotyres.com 

Optimized Non-Directional Block tread design with Wider Footprint: 
▪ Provides excellent field traction while minimizing vibration at roading speed. 
▪ Low Soil Compaction in field. 

High Rubber to Void ratio: 
▪ Provides less vibration & low tyre noise at high speed on hard surfaces  

and ensures a low rolling resistance which reduces fuel consumption. 

Open Tread design with optimized tread grooves:  
▪ Ensure excellent Self-cleaning properties. 

Solid rounded shoulder: 
▪ Solid rounded shoulders for greater resistance to irregular wear,  

reduced scrub and improved maneuverability. 

Strong Casing with High Performance Steel belts: 
▪ Provides exceptional puncture resistance, with even footprint to  

disperse load equally.  
▪ SB offers better impact resistance and defends against stubble to enhance 

tyre more durability.  
 

http://www.ascensotyres.com/


  

 

Mahansaria Tyres Pvt. Ltd. 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 

inch inch inch inch psi 6 16 19 25 31 40 

560/45R22.5 
(SB) 

AG16.00 
 

565 1076 494 3218 

152 D/ 
149 E 

 

1.0 3010 2360 2070 1980 1780 1590 1310 

15 6630 5200 4560 4360 3920 3500 2890 

1.2 3380 2650 2320 2220 2000 1780 1470 

17 7440 5840 5110 4890 4410 3920 3240 

1.6 4140 3240 2840 2720 2450 2180 1800 

23 9120 7140 6260 5990 5400 4800 3960 

2.0 4740 3710 3250 3110 2800 2490 2060 

29 10440 8170 7160 6850 6170 5480 4540 

2.4 5470 4280 3760 3590 3240 2880 2380 

22.2 42.4 19.4 126.7 

35 12050 9430 8280 7910 7140 6340 5240 

2.8 6190 4840 4250 4060 3660 3250 2690 

41 13630 10660 9360 8940 8060 7160 5930 

3.2 6810 5330 4680 4470 4030 3580 2960 

46 15000 11740 10310 9850 8880 7890 6520 

3.6 7480 5850 5140 4910 4420 3930 3250 

52 16480 12890 11320 10810 9740 8660 7160 

4.0 8170 6390 5610 5360 4830 4300 3550 

58 18000 14070 12360 11810 10640 9470 7820 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 

inch inch inch inch psi 6 16 19 25 31 40 

560/60R22.5 
(SB) AG16.00 

565 1244 563 3721 

165D/ 

162E 

1.0 3890 3040 2670 2550 2300 2040 1690 

15 8570 6700 5880 5620 5070 4490 3720 

1.2 4370 3420 3000 2870 2580 2300 1900 

17 9630 7530 6610 6320 5680 5070 4190 

1.6 5360 4190 3680 3520 3170 2820 2330 

23 11810 9230 8110 7750 6980 6210 5130 

2.0 6120 4790 4200 4020 3620 3220 2660 

29 13480 10550 9250 8850 7970 7090 5860 

2.4 7060 5530 4850 4640 4180 3710 3070 

35 15550 12180 10680 10220 9210 8170 6760 

22.2 49.0 22.2 146.5 

2.8 8000 6260 5500 5250 4730 4210 3480 

41 17620 13790 12110 11560 10420 9270 7670 

3.2 8810 6890 6050 5780 5210 4630 3830 

46 19410 15180 13330 12730 11480 10200 8440 

3.6 9660 7560 6640 6340 5710 5080 4200 

52 21280 16650 14630 13960 12580 11190 9250 

4.0 10580 8280 7270 6950 6260 5570 4600 

58 23300 18240 16010 15310 13790 12270 10130 

   5.0 11850 9270 8140 7780 7000 6230 5150 

   73 26100 20420 17930 17140 15420 13720 11340 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 

inch inch inch inch psi 6 16 19 25 31 40 

560/60R22.5 
(SB) AG16.00 

565 1244 563 3721 

170 D/ 

167 E 

1.0 3890 3040 2670 2550 2300 2040 1690 

15 8570 6700 5880 5620 5070 4490 3720 

1.2 4370 3420 3000 2870 2580 2300 1900 

17 9630 7530 6610 6320 5680 5070 4190 

1.6 5360 4190 3680 3520 3170 2820 2330 

23 11810 9230 8110 7750 6980 6210 5130 

2.0 6120 4790 4200 4020 3620 3220 2660 

29 13480 10550 9250 8850 7970 7090 5860 

2.8 8000 6260 5500 5250 4730 4210 3480 

41 17620 13790 12110 11560 10420 9270 7670 

22.2 49.0 22.2 146.5 

3.2 8810 6890 6050 5780 5210 4630 3830 

46 19410 15180 13330 12730 11480 10200 8440 

3.6 9660 7560 6640 6340 5710 5080 4200 

52 21280 16650 14630 13960 12580 11190 9250 

4.0 10580 8280 7270 6950 6260 5570 4600 

58 23300 18240 16010 15310 13790 12270 10130 

5.0 11910 9320 8180 7820 7040 6270 5180 

73 26230 20530 18020 17220 15510 13810 11410 

   6.2 13800 10800 9480 9060 8160 7260 6000 

   90 30400 23790 20880 19960 17970 15990 13220 

 

 

 

 

 

 

 

 

 

 



  

 

Mahansaria Tyres Pvt. Ltd. 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 PR & 
Inflation 
Pressure 

Recommended load (kg) (lbs) 

LI/SI Speed (kmph) (mph) 

SW OD   Mixed Application 

mm mm mm mm   bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch   psi 6 16 19 25 31 40 43 

710/65R26 
(28LR26)  

(SB) 
DW25B 

715 1555 699 4651 

173D/ 
170E 

1 6490 5080 4460 4260 3840 3410 2820 2570 

14.5 14300 11190 9820 9380 8460 7510 6210 5660 

1.2 7290 5710 5010 4790 4310 3840 3170 2880 

17.4 16060 12580 11040 10550 9490 8460 6980 6340 

1.6 8900 6970 6110 5840 5260 4680 3870 3520 

23.2 19600 15350 13460 12860 11590 10310 8520 7750 

2 10190 7970 7000 6690 6020 5360 4430 4030 

28.1 61.2 27.5 183.1 

29 22440 17560 15420 14740 13260 11810 9760 8880 

2.4 11780 9220 8090 7730 6960 6200 5120 4660 

34.8 25950 20310 17820 17030 15330 13660 11280 10260 

2.8 13340 10440 9160 8760 7890 7020 5800 5280 

40.6 29380 23000 20180 19300 17380 15460 12780 11630 

3.2 14950 11700 10270 9820 8840 7870 6500 6000 

46.4 32930 25770 22620 21630 19470 17330 14320 13220 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

600/55R26.5 
(SB) 

AG20.00 

612 1350 616 4038 

173D/170E 

1 4300 3370 2950 2820 2540 2260 1870 1700 

14.5 9470 7420 6500 6210 5590 4980 4120 3740 

1.2 4830 3780 3320 3170 2860 2540 2100 1910 

17.4 10640 8330 7310 6980 6300 5590 4630 4210 

1.6 5910 4630 4060 3880 3500 3110 2570 2340 

23.2 13020 10200 8940 8550 7710 6850 5660 5150 

2 6760 5290 4650 4440 4000 3560 2940 2680 

29 14890 11650 10240 9780 8810 7840 6480 5900 

2.4 7800 6100 5360 5120 4610 4100 3390 3080 

34.8 17180 13440 11810 11280 10150 9030 7470 6780 

24.1 53.1 24.3 159.0 

2.8 8860 6930 6080 5810 5240 4660 3850 3500 

40.6 19520 15260 13390 12800 11540 10260 8480 7710 

3.2 9730 7610 6680 6390 5750 5120 4230 3850 

46.4 21430 16760 14710 14070 12670 11280 9320 8480 

3.6 10670 8350 7330 7010 6310 5610 4640 4220 

52.2 23500 18390 16150 15440 13900 12360 10220 9300 

4 11710 9160 8040 7690 6920 6160 5090 4630 

58 25790 20180 17710 16940 15240 13570 11210 10200 

5 13160 10300 9040 8640 7780 6920 5720 5210 

72.5 28990 22690 19910 19030 17140 15240 12600 11480 

6 14950 11700 10270 9820 8840 7870 6500 6000 

87 32930 25770 22620 21630 19470 17330 14320 13220 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

650/55R26.5 
(SB) AG20.00 

665 1389 632 4154 

178D/175E 

1 4880 3820 3350 3200 2880 2570 2120 1930 

14.5 10750 8410 7380 7050 6340 5660 4670 4250 

1.2 5470 4280 3760 3590 3240 2880 2380 2170 

17.4 12050 9430 8280 7910 7140 6340 5240 4780 

1.6 6690 5240 4600 4390 3960 3520 2910 2650 

23.2 14740 11540 10130 9670 8720 7750 6410 5840 

2 7680 6010 5280 5040 4540 4040 3340 3040 

29 16920 13240 11630 11100 10000 8900 7360 6700 

2.4 8860 6930 6080 5810 5240 4660 3850 3500 

34.8 19520 15260 13390 12800 11540 10260 8480 7710 

26.2 54.7 24.9 163.5 

2.8 10030 7850 6890 6580 5930 5280 4360 3970 

40.6 22090 17290 15180 14490 13060 11630 9600 8740 

3.2 11040 8640 7580 7250 6530 5810 4800 4370 

46.4 24320 19030 16700 15970 14380 12800 10570 9630 

3.6 12120 9490 8330 7960 7170 6380 5270 4800 

52.2 26700 20900 18350 17530 15790 14050 11610 10570 

4 13270 10390 9120 8710 7850 6980 5770 5250 

58 29230 22890 20090 19190 17290 15370 12710 11560 

5 14930 11680 10250 9800 8830 7850 6490 5910 

72.5 32890 25730 22580 21590 19450 17290 14300 13020 

6 17250 13500 11850 11330 10200 9080 7500 6900 

87 38000 29740 26100 24960 22470 20000 16520 15200 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 PR & 
Inflation 
Pressure 

Recommended load (kg) (lbs) 

LI/SI Speed (kmph) (mph) 

SW OD   Mixed Application 

mm mm mm mm   bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch   psi 6 16 19 25 31 40 43 

710/50R26.5 
(SB) 

AG24.00 

726 1390 632 4157 

179D/ 
176E 

1 5130 4010 3520 3370 3030 2700 2230 2030 

14.5 11300 8830 7750 7420 6670 5950 4910 4470 

1.2 5770 4520 3970 3790 3410 3040 2510 2280 

17.4 12710 9960 8740 8350 7510 6700 5530 5020 

1.6 7060 5530 4850 4640 4180 3710 3070 2790 

23.2 15550 12180 10680 10220 9210 8170 6760 6150 

2 8070 6320 5550 5300 4770 4250 3510 3190 

29 17780 13920 12220 11670 10510 9360 7730 7030 

2.4 9320 7290 6400 6120 5510 4900 4050 3690 

34.8 20530 16060 14100 13480 12140 10790 8920 8130 

2.8 10560 8260 7250 6930 6240 5550 4590 4180 

28.6 54.7 24.9 163.7 

40.6 23260 18190 15970 15260 13740 12220 10110 9210 

3.2 11620 9090 7980 7630 6870 6110 5050 4600 

46.4 25590 20020 17580 16810 15130 13460 11120 10130 

3.6 12770 9990 8770 8380 7550 6720 5550 5050 

52.2 28130 22000 19320 18460 16630 14800 12220 11120 

4 13960 10930 9590 9170 8260 7340 6070 5520 

58 30750 24070 21120 20200 18190 16170 13370 12160 

5 15710 12290 10790 10310 9290 8260 6830 6220 

72.5 34600 27070 23770 22710 20460 18190 15040 13700 

6 17830 13950 12250 11700 10540 9380 7750 7100 

87 39270 30730 26980 25770 23220 20660 17070 15640 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

750/45R26.5 
(SB) 

AG24.00 

754 1365 622 4082 

174D/171E 

1 5080 3980 3490 3340 3010 2670 2210 2010 

14.5 11190 8770 7690 7360 6630 5880 4870 4430 

1.2 5730 4480 3930 3760 3390 3010 2490 2270 

17.4 12620 9870 8660 8280 7470 6630 5480 5000 

1.6 6990 5470 4800 4590 4130 3680 3040 2770 

23.2 15400 12050 10570 10110 9100 8110 6700 6100 

2 8000 6260 5500 5250 4730 4210 3480 3170 

29 17620 13790 12110 11560 10420 9270 7670 6980 

2.4 9250 7240 6350 6070 5470 4860 4020 3660 

34.8 20370 15950 13990 13370 12050 10700 8850 8060 

29.7 53.7 24.5 160.7 

2.8 10470 8190 7190 6870 6190 5510 4550 4140 

40.6 23060 18040 15840 15130 13630 12140 10020 9120 

3.2 11520 9020 7920 7570 6810 6060 5010 4560 

46.4 25370 19870 17440 16670 15000 13350 11040 10040 

3.6 12650 9900 8690 8310 7480 6660 5500 5010 

52.2 27860 21810 19140 18300 16480 14670 12110 11040 

4 13850 10840 9510 9090 8190 7280 6020 5480 

58 30510 23880 20950 20020 18040 16040 13260 12070 

5 15410 12060 10590 10120 9110 8110 6700 6150 

72.5 33940 26560 23330 22290 20070 17860 14760 13550 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

750/60R30.5 
(SB) AG24.00 

780 1675 759 5010 

181D/ 
178E 

1 7020 5490 4820 4610 4150 3690 3050 2780 

14.5 15460 12090 10620 10150 9140 8130 6720 6120 

1.2 7890 6170 5420 5180 4660 4150 3430 3120 

17.4 17380 13590 11940 11410 10260 9140 7560 6870 

1.6 9640 7540 6620 6330 5700 5070 4190 3810 

23.2 21230 16610 14580 13940 12560 11170 9230 8390 

2 11040 8640 7580 7250 6530 5810 4800 4370 

29 24320 19030 16700 15970 14380 12800 10570 9630 

2.4 12740 9970 8750 8370 7530 6700 5540 5040 

30.7 65.9 29.9 197.2 

34.8 28060 21960 19270 18440 16590 14760 12200 11100 

2.8 14420 11290 9910 9470 8530 7590 6270 5710 

40.6 31760 24870 21830 20860 18790 16720 13810 12580 

3.2 15870 12420 10900 10420 9380 8350 6900 6280 

46.4 34960 27360 24010 22950 20660 18390 15200 13830 

3.6 17410 13630 11960 11430 10300 9160 7570 6890 

52.2 38350 30020 26340 25180 22690 20180 16670 15180 

4 18980 14850 13040 12460 11220 9980 8250 7500 

58 41810 32710 28720 27440 24710 21980 18170 16520 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 PR & 
LI/SI 

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

850/50R30.5 
(SB) 

AG28.00 

862 1625 738 4860 

182D/179E 

1 7250 5670 4980 4760 4280 3810 3150 2870 

14.5 15970 12490 10970 10480 9430 8390 6940 6320 

1.2 8140 6370 5590 5350 4810 4280 3540 3220 

17.4 17930 14030 12310 11780 10590 9430 7800 7090 

1.6 9940 7780 6830 6520 5880 5230 4320 3930 

23.2 21890 17140 15040 14360 12950 11520 9520 8660 

2 11390 8910 7820 7470 6730 5990 4950 4500 

29 25090 19630 17220 16450 14820 13190 10900 9910 

2.4 13130 10280 9020 8620 7770 6910 5710 5200 

33.9 64.0 29.1 191.3 

34.8 28920 22640 19870 18990 17110 15220 12580 11450 

2.8 14900 11660 10240 9780 8810 7840 6480 5900 

40.6 32820 25680 22560 21540 19410 17270 14270 13000 

3.2 16380 12820 11250 10750 9680 8620 7120 6480 

46.4 36080 28240 24780 23680 21320 18990 15680 14270 

3.6 17990 14080 12360 11810 10640 9460 7820 7120 

52.2 39630 31010 27220 26010 23440 20840 17220 15680 

4 19550 15300 13430 12840 11560 10290 8500 7750 

58 43060 33700 29580 28280 25460 22670 18720 17070 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

PR & 
LI/SI 

 
  

Inflation 
Pressure 

Recommended load (kg) (lbs) 

Speed (kmph) (mph) 

SW OD Mixed Application 

mm mm mm mm bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch psi 6 16 19 25 31 40 43 

30.5LR32 
(SB) 

DH27B 

790 1800 814 5383 

178D/175E 

1 7960 6230 5470 5220 4710 4190 3460 3150 

14.5 17530 13720 12050 11500 10370 9230 7620 6940 

1.2 8970 7020 6160 5890 5300 4720 3900 3550 

17.4 19760 15460 13570 12970 11670 10400 8590 7820 

1.6 10950 8570 7520 7190 6470 5760 4760 4330 

23.2 24120 18880 16560 15840 14250 12690 10480 9540 

2 12540 9810 8610 8230 7410 6590 5450 4960 

31.1 70.9 32.0 211.9 

29 27620 21610 18960 18130 16320 14520 12000 10930 

2.4 14470 11320 9940 9500 8550 7610 6290 5720 

34.8 31870 24930 21890 20930 18830 16760 13850 12600 

2.8 16400 12830 11270 10770 9700 8630 7130 6490 

40.6 36120 28260 24820 23720 21370 19010 15700 14300 

3 17250 13500 11850 11330 10200 9080 7500 6900 

43.5 38000 29740 26100 24960 22470 20000 16520 15200 
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Size Rim 

Unloaded 
Dimension 

Static 
Load 

Radius  

Rolling 
Circum. 

 PR & 
Inflation 
Pressure 

Recommended load (kg) (lbs) 

LI/SI Speed (kmph) (mph) 

SW OD   Mixed Application 

mm mm mm mm   bar 
Static 

10 25 30 40 50 65 70 

inch inch inch inch   psi 6 16 19 25 31 40 43 

900/65R32 
(35.5LR32)  

(SB) 
DW30B 

917 1983 889 5931 

197D/194E 

1 10300 8060 7080 6760 6090 5420 4480 4080 

14.5 22690 17750 15590 14890 13410 11940 9870 8990 

1.2 11590 9070 7960 7610 6850 6100 5040 4590 

17.4 25530 19980 17530 16760 15090 13440 11100 10110 

1.6 14150 11070 9720 9290 8360 7440 6150 5600 

23.2 31170 24380 21410 20460 18410 16390 13550 12330 

2 16220 12690 11140 10650 9590 8530 7050 6420 

29 35730 27950 24540 23460 21120 18790 15530 14140 

2.4 18700 14630 12850 12280 11060 9840 8130 7400 

34.8 41190 32220 28300 27050 24360 21670 17910 16300 

36.1 78.1 35.0 233.5 

2.8 21180 16580 14550 13910 12530 11140 9210 8380 

40.6 46650 36520 32050 30640 27600 24540 20290 18460 

3.2 23300 18230 16010 15300 13780 12260 10130 9220 

46.4 51320 40150 35260 33700 30350 27000 22310 20310 

3.6 25600 20030 17590 16810 15140 13470 11130 10130 

52.2 56390 44120 38740 37030 33350 29670 24520 22310 

4 28040 21940 19260 18410 16580 14750 12190 11090 

58 61760 48330 42420 40550 36520 32490 26850 24430 

4.2 29560 23130 20300 19400 17480 15550 12850 11800 

60.9 65110 50950 44710 42730 38500 34250 28300 25990 

 

Note: SB – Steel Belted 

Note: All tyres confirm to ETRTO standards. 


